
PART - A

Sl.No Description  of  work Qty Units Rate Amount

I PARTITIONS & DOORS :-

1 ENTRANCE DOOR

Entrance door made of Powder coated Aluminium Twin style frame

20 Guage frame work of size: 10 x 4.5 cm for top & bottom with 12

mm thick edge polished glass upto 7'0" height. The glazed portion

shall be provided with frosted film/ etching & Company logo of

coloured vinyl sticker as per the design. The door to be fixed with

floor spring(Ozone/Dorma Make) SS handle of ( 450 mm long of 'C'

shape), lock of approved make ( Godrej /Ebco) as per the design

given in the detailed drawing.

Door opening size:-3'4"   x 7'0" x1 No. 25 SFt.

2 FULLY BLOCKED DOUBLE SKIN PARTITION (Partition above  

Entrance door & Sides of the Entrance Door& &Server table ) :- 

Providing & fixing fully blocked double skin partition upto RCC

ceiling with Al.squire tube of size 2"x2"frame work 20 gauge at a

distance of - (2'0" c/c) & 6 mm thick BWR grade plywood(

Green/Prestige/Century) finished with 1 mm thick lamination of

approved colour & pattern ( Merino/Green)on both sides as per the

design given in the detailed drawing.All the exposed edges of the

partitions shall be finished with white 3mm thick beechwood lipping

of melamine clear glossy finish. 95 SFt.

3 PARTLY GLAZED FULL HEIGHT PARTITION (Front & side 

partition of Div.Manager's cabin   (Ceiling Ht  270 cm) :- 

Providing & fixing partly glazed full height partition with 6mm thick

float glass fixed (with 3mm thick beechwood beading of melamine

clear glossy finish) to the double skin partition made ofAl. Squire

Tube 20 gauge of size :- 2"x 2" (2'0" c/c) & 6 mm thick BWR grade

plywood ( Green/Century/Prestige) finished with 1 mm thick

lamination(Merino/Green) of approved colour & pattern on both

sidesThe double skin partition is up to 3'Ht and the balance glass

portion is up to 7'0" with 6mm clear glass .The balance up to false

ceiling is double skin partition of 1 mm thick laminate finish on both

sides as per the design. Provide fully glazed door made of 40 mm

thick BWR grade flush board with 1 mm thick laminate finish on both

sides & 8 mm thick float glass fixed with beechwood beading of

melamine clear glossy finish matching with the glass partition as per

the drawing given including 1 no door with 40mm block board with

1mm lamination on both sides matching with the partition with

3mm thick beech wood lopping  
The door to be fixed with door closer (Everite/Ebco), brush steel

handle & mortise lock9Godrej/Ebco), door stopper of approved make

as per the material specification.

(Note :- In case of false ceiling, the vertical Al.Squire Tube frame to

be fixed to the RCC ceiling but the area of the partition payable will

be below the  false ceiling only).

Door opening size:- 3'0" x 7'0" x 1 No. 255 SFt.

4 FULLY BLOCKED FULL HEIGHT PARTITION
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 Record Room& Pantry Partition ,Wash area& UPS room

Providing & fixing fully blocked full height partition upto RCC

ceiling made of good quality Renacon AAC Cement block(

Autoclaved Aerated Concrete) of size 60cm x 10cm x 200 cm Ht

fixed with cement mortar at the ratio of 1:6 . The partition work is

finished with 2 coats of Emulsion paint of approved make and colour

after applying2 coats of putty. Provide doors made of 40 mm thick

BWR grade flush board with 1 mm thick laminate finish on both sides

& vision glass with 6 mm thick float glass fixed with beechwood

beading of melamine clear glossy finish as per the design given in the

drawing including wooden door frame.. The doors to be fixed with

door closer, brush steel handle & mortise lock, door stopper of

approved make as per the material specification.( Ebco Make)

Door opening size:- 2'6" x 7'0" x 2No. & 3'  x 7' x 1 No 850 SFt.

5 PARTLY GLAZED LOW  HEIGHT PARTITION -3'6" HT.(Low 

height partition near Cash, Accounts & Despatch

Providing &  fixing partly glazed low  height partition with Al.Squire tube 20 

gauge of size 2" x 2" at a (distance of 2'C/C) with BWR Grade plywood 

(Green/Century/Prestige) on booth sides finished with 1mm lamination of  

aopproved colour & Make  up to 2'6" Ht and the balance 1' with 10  mm thick 

edge polished float glass  fixedwith beechwood vertical support of size  2" x 

2" with melamine  clear glossy finish)  The glazed portion is upto  3' Ht and   

the balance 1' with  10mm clear glass The  glass is provided with etching 

/Frosting as per the details 92 SFt.
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II FURNITURE:-

1 Staff tables:-

Modification of the Existing Furniture  ( Contractor should 

visit the site before quoting)

Fixing 8 mm marine plywood on top & three sideds of the

existing tables finished with i mm lamination of approved

colour and make . The edges of the tables finished with 1.5 mm

edge binding tape matching with the partition. Including the

necessay repairs for the Drw set. Like fixing lock & handle &

PVC keyboard pull out( 50 cm ,with mouse pad) . The inside of

the tables & drawset painted with 2 coats of Enamel paint of

approved colour . Also provide 20 cm wide CPU stand with 19 mm

plywood edges  finished with putty & paint .
1 Divisional Manager's table :-170 x 90cm (Table top with exist. glass) 1 No

2 Officer's Table  (Accounts,U/w officer,TP claim & claim officer   size        

:- 140 x 70 cm 4 Nos

3 Officer claims   size  :-145x 70cm 2 Nos

4 Officer table (U/Wofficer,TP claim ,Accounts & Despatch)         size :-

120 x70 cm( For the front counter 2 nos) provide vertical 12mm glass 

partition up to 30 cm Ht  with vertical hard wood suppoort

11 Nos

5 Cash table ( New ) made of  19 mm marine  plywood with 1 mm 

lamination on top & all vissible sides with key board pull out  with 

sliding channel as per the drawing .the tabe to have glass partition in 

front with 12mm glass up to 45 cm Ht with hard wood vertical 

support. Also provide 3 no draws with lock & ss handle 4 '' long 

inside painterd with 2 coats of enamel after putty . The draws are 

provided with slots for keeping the cash as per the drawing . size :- 

160 x 75 cm 1 Nos

6 AGENT'S BAY

Providing & fixing  running  Counter for Agents with 19 mm marine 

plywood with 1 mm lamination matching the other tables  edge 

finished with edge binding tape . The table is provided with 19 mm 

marin plywood for  vertical support . as per details given  size       Size 

:270 x 50 cm 9 RFt.

7 SIDE CREDENZA :-  
Providing & fixing side storage made of 19 mm thick BWR grade 

plywood on top and all sides finished with 1 mm thick lamination of 

approved colour & pattern on all visible sides as per the design. 

Provide sliding shutters with  recessed sliding channels & 4" long 

recessed SS handle & SS tower bolt inside of Ebco make. Also provide 

one shelf inside the storage.All exposed edges to be finished with 

white beechwood lipping of melamine clear glossy finish. All inside 

portions to be painted with primer and 2 coats of enamel paint of  

approved colour. 

Size:- 3'0" x 1'4" x 2'6" Ht. 5 Nos

8 WRITING LEDGE 
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Made of 19 mm thick BWR grade plywood on top and all sides 

finished with 1 mm thick lamination of approved colour & pattern as 

per the design. Ledger top shall be provided with 12 mm thick edge 

polished clear glass fixed with SS  studs as per design. .All exposed 

edges finished with  beech wood beading of melamine clear gossy 

finish.

Size:- 4'0" x 1'4" x 3'8" Ht.     1 No

9 PANTRY TABLE

III OTHER  WORKS :-

1 WICKET GATE :- 

Made of double layer of 19 mm thick BWR grade plywood finished

with 1 mm thick lamination of approved colour & pattern on both

sides with Beech wood lipping of melamine clear glossy finish as per

the design. The wicket gate has to be fixed with hinges & SS tower

bolt. Size:- 3' x  2'6" Ht.  10 SFt.

2 NOTICE BOARD :- 

Providing & fixing soft board claded with fabric of approved shade

and quality over 19 mm thick BWR grade plywood with 2.5"x 1" thick

beechwood frame of melamine clear glossy finish & 6 mm thick glass

shutter with necessry hardware fittings as per the design given in the

detailed drawing  .Size : 5' x3'Ht 15 Sft

TOTAL : PART - A : INTERIOR FURNISHING WORKS

SUMMARY

Total Cost for Interior Furnishing work Rs.

Total amount for Electrical & Net working work Rs.

Grand Total for the work Rs.

Rupees :-

CONTRACTOR'S NAME, SEAL & SIGNATURE

Rupees:

Existing


